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Introduction 
 
HDR Engineering Inc. was contracted by the Urban Drainage and Flood Control District 
to survey and provide information about various flood warning stream gage sites in a 
manner consistent with National Weather Service E-19 procedures. On June 25, 2004, 
HDR personnel surveyed two sites. This report is a summary of the work done and 
information gathered for the Castle Oaks Road gage on Cherry Creek. Included in this 
report are elevations of critical points in the vicinity of the site, estimates of stages 
causing flood damage in vicinity of the gage, and a revised rating curve.  
 
Site 
 
The stream gage is located south of Castle Oaks Road on Cherry Creek.  The ALERT ID 
number for this Gage is 2830 while the National Weather Service LID is CARC2 and is 
referred to as Castle Oaks Road. There is a 35-foot bridge over Cherry Creek at the gage 
site.  Cherry Creek has a wide, undeveloped, floodplain at Castle Oaks Road.  Potential 
flooding at the gage itself would consist of flooding of agricultural fields, overtopping 
Castle Oaks Road and overtopping a regional recreation trail.  Figure 1 shows the 
location of the site on the Douglas County ALERT map.  After the 2004 flood season the 
gage was moved due to a Castle Oaks Road widening project. 
 

 
Figure 1 – Location Map 
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Surveyed locations 
 
Ground elevations were surveyed along a cross section for a rating curve for the site. In 
addition, the elevations and locations of hazard locations, along with low flow channel 
water surface elevations up and downstream from the gage. Figure 2 shows locations of 
the surveyed points in the vicinity of the gage. The base of the ALERT transmitter was 
surveyed at an elevation of 100.00 for a temporary benchmark. The flow line elevation is 
95.0 feet.  The low flow channels banks will be overtopped at 2.7 feet above the invert 
elevation.  Water will begin to overtop the road at 7.5 feet above the invert elevation.  
Based on the water surface elevations in the low flow channel, the estimated channel 
energy slope is 0.3 percent. 
 

 
Figure 2 – Surveyed Points (Aerial - DRCOG 2004) 
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Figure 3 – Detailed Surveyed Points (Aerial - DRCOG 2004) 
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Rating Curve Development 
 
Hydraulics for the existing bridge were evaluated using the HEC River Analysis System 
(HEC-RAS) program developed by the U.S. Army Corps of Engineers, Hydrologic 
Engineering Center1. HEC-RAS uses the standard step method to calculate water surface 
profiles. The following assumptions are used by HEC-RAS in computing water surface 
profiles: 

• Steady flow; 
• Gradually varied flow; 
• One-dimensional flow; 
• Channel slopes are small, less than 1:10 

 
A rating curve was established for the gage using the surveyed cross-sections and the 
Army Corps of Engineers computer program HEC-RAS. The resulting rating curve from 
the analysis is in Table 1. 

                                                           
1 U.S. Army Corps of Engineers, Hydrologic Engineering Center, HEC-RAS Water Surface Profiles, 
Computer Program, Davis, California, March 2001. 
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Q cfs 
Depth 
ft Comment 

90000 15.90 500-YR DISCHARGE 
23000 11.69 100-YR DISCHARGE 
15000 10.99 50-YR DISCHARGE 
10000 10.40   

7500 10.00   
5750 9.61 10-YR DISCHARGE 
5000 9.41   
4000 9.13 WATER LEVEL FLUX 
3000 9.31 WATER LEVEL FLUX 
2800 9.23 WATER LEVEL FLUX 
2600 9.14 WATER LEVEL FLUX 
2500 9.71 WATER LEVEL FLUX 
2400 9.51 WATER LEVEL FLUX 
2300 9.26 WATER LEVEL FLUX 
2200 6.47   
2050 6.11   
1000 4.29   
730 3.95   
500 3.53   
400 3.30   
300 2.99 OUT OF BANK 
200 2.59   
100 1.90   
75 1.57   
50 1.13   
25 0.69   
10 0.50   

5 0.41   
1 0.22   

0.1 0.09   
 Table 1 – Rating Curve 
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Figure 4 – HEC-RAS Cross Section with all Profiles 
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River Profile 
Q 

Total 
Min Ch 

El 
W.S. 
Elev 

Crit 
W.S. 

E.G. 
Elev 

E.G. 
Slope 

Vel 
Chnl 

Flow 
Area 

Top 
Width 

Froude 
# Chl 

    (cfs) (ft) (ft) (ft) (ft) (ft/ft) (ft/s) (sq ft) (ft)   
CherryCreek 500-YR 90000 6017.58 6033.48 6031.96 6034.68 0.003717 12.19 10531.84 1794.18 0.56 
CherryCreek 100-YR 23000 6017.58 6029.27 6028.84 6030.00 0.004385 10.55 3795.98 1346.47 0.58 
CherryCreek 50-YR 15000 6017.58 6028.57 6028.23 6029.16 0.003895 9.49 2884.74 1238.27 0.54 
CherryCreek 10000 10000 6017.58 6027.98 6027.71 6028.49 0.003556 8.70 2180.56 1145.29 0.51 
CherryCreek 7500 7500 6017.58 6027.58 6027.25 6028.06 0.003386 8.26 1736.65 1045.92 0.49 
CherryCreek 10-YR 5750 6017.58 6027.19 6026.96 6027.68 0.003314 7.99 1367.52 756.61 0.49 
CherryCreek 5000 5000 6017.58 6026.99 6026.84 6027.50 0.003264 7.85 1220.25 725.57 0.49 
CherryCreek 4000 4000 6017.58 6026.71 6026.62 6027.21 0.003095 7.52 1022.69 681.72 0.47 
CherryCreek 3000 3000 6017.58 6026.89 6026.31 6027.10 0.001345 5.01 1149.79 710.24 0.31 
CherryCreek 2800 2800 6017.58 6026.81 6026.24 6027.02 0.001318 4.94 1090.69 697.13 0.31 
CherryCreek 2600 2600 6017.58 6026.72 6026.15 6026.93 0.001285 4.85 1031.02 683.63 0.31 
CherryCreek 2500 2500 6017.58 6027.29 6026.10 6027.37 0.000548 3.27 1452.84 934.79 0.20 
CherryCreek 2400 2400 6017.58 6027.09 6026.06 6027.19 0.000654 3.53 1296.91 741.89 0.22 
CherryCreek 2300 2300 6017.58 6026.84 6025.99 6026.97 0.000850 3.97 1113.24 702.16 0.25 
CherryCreek 2200 2200 6017.58 6024.05 6023.92 6026.40 0.012334 12.32 178.62 34.62 0.96 
CherryCreek 2050 2050 6017.58 6023.69 6023.69 6026.05 0.013266 12.32 166.38 34.62 0.99 
CherryCreek 1000 1000 6017.58 6021.87 6021.87 6023.32 0.013712 9.69 103.23 34.62 0.99 
CherryCreek 730 730 6017.58 6021.53 6021.29 6022.52 0.010597 7.96 91.68 34.62 0.86 
CherryCreek 500 500 6017.58 6021.11 6020.65 6021.76 0.008284 6.48 77.20 33.60 0.75 
CherryCreek 400 400 6017.58 6020.88 6020.31 6021.39 0.007112 5.77 69.38 32.22 0.69 
CherryCreek 300 300 6017.58 6020.57 6019.95 6020.96 0.005965 5.00 59.95 30.25 0.63 
CherryCreek 200 200 6017.58 6020.17 6019.48 6020.44 0.004811 4.15 48.25 27.56 0.55 
CherryCreek 100 100 6017.58 6019.48 6018.89 6019.64 0.004151 3.24 30.87 23.00 0.49 
CherryCreek 75 75 6017.58 6019.15 6018.70 6019.31 0.004970 3.18 23.60 20.79 0.53 
CherryCreek 50 50 6017.58 6018.71 6018.51 6018.88 0.008729 3.34 14.96 18.84 0.66 
CherryCreek 25 25 6017.58 6018.27 6018.27 6018.47 0.023776 3.56 7.02 17.29 0.98 
CherryCreek 10 10 6017.58 6018.08 6018.08 6018.19 0.026157 2.59 3.87 16.63 0.94 
CherryCreek 5 5 6017.58 6017.99 6017.99 6018.06 0.032021 2.10 2.38 16.31 0.97 
CherryCreek 1 1 6017.58 6017.80 6017.80 6017.84 0.032929 1.74 0.58 5.36 0.93 
CherryCreek 0.1 0.1 6017.58 6017.67 6017.67 6017.69 0.035413 1.00 0.10 2.23 0.84 

 Table 2 – HEC-RAS Profile Output Table 
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Figure 5 – HEC-RAS Log-Log Plot of Rating Table 
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Site photographs 
 

 
Figure 6 – Looking Downstream 

 
 

 
Figure 7 – Looking Upstream 
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Figure 8 – Upstream Face 

      
 

 
Figure 9 – Downstream Face 
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Figure 10 – Cherry Creek Regional Bike Path, Northwest of Bridge 

         
Study Data 
 
According to the 1996 Douglas County Flood Insurance Study (FIS), the Castle Oaks 
gage has a drainage area of approximately ??? square miles.  The following table includes 
estimates of the frequency-discharge data interpolated between two reporting stations in 
the FIS Summary of Discharges table: 
 

Frequency Peak Discharge (cfs) 
10-year 5,750 
50-year 15,000 
100-year 23,000 
500-year 90,000 

Table 3 – Frequency/Discharge Table 
 
Historic records 
 
There is limited information available for this gage.  Since the USGS gage installation 
date, a peak stage of 5.2 feet above the invert was recorded on March 30, 1999.   
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Appendix 
 

  Castle Oaks   
     

Point ID Northing Easting Elev Desc 
1000 4363050.000 519925.000 102.400 INST 
1001 4363096.405 519925.000 101.137 BS 
1002 4363015.630 519922.652 100.000 BASEOFTRAN 
1003 4362996.083 519947.420 98.451 UPXSTOPBANK 
1005 4363026.023 519944.545 99.663 UPXS 
1006 4363215.964 519939.071 99.929 UPXS 
1007 4363216.611 519929.487 100.651 TELPOLE 
1008 4363352.449 519937.557 100.429 UPXS 
1009 4363351.854 519929.269 101.011 TELPOLE 
1010 4363533.842 519934.668 101.089 UPXS 
1011 4363884.033 519935.024 104.978 UPXS 
1012 4364173.896 519934.840 112.160 UPXS 
1013 4364483.473 519938.392 121.773 UPXS 
1014 4364480.449 519914.028 123.805 EDGERD 
1015 4364479.656 519898.284 123.907 CLRD 
1016 4364479.694 519884.177 123.476 EDGRD 
1017 4364251.488 519897.087 114.623 EDGRD 
1018 4364251.508 519897.087 114.635 CLRD 
1019 4364044.387 519899.491 109.281 CLRD 
1020 4363815.599 519899.725 105.434 CLRD 
1021 4363648.076 519899.241 103.848 CLRD 
1022 4363478.681 519897.944 102.904 CLRD 
1023 4363294.361 519899.066 102.445 CLRD 
1024 4363149.441 519899.398 102.508 CLRD 
1025 4363083.787 519899.985 102.921 CLRD 
1026 4363036.258 519900.639 103.945 CLRD 
1027 4362991.447 519883.762 104.526 EDGBRDG 
1028 4362990.684 519916.121 104.863 EDGBRDG 
1029 4362955.870 519916.186 105.156 EDGBRDG 
1030 4362956.608 519883.545 104.662 EDGBRDG 
1031 4362909.328 519899.193 104.695 CLRD 
1032 4362891.649 519863.996 102.944 CLBIKEPATHCC 
1033 4362736.020 519897.691 104.617 CLRD 
1034 4362436.059 519896.348 107.808 CLRD 
1035 4362194.274 519894.942 113.779 CLRD 
1036 4362052.481 519892.121 118.152 CLRD 
1037 4361875.318 519891.361 122.751 CLRD 
1038 4361740.976 519892.544 128.112 CLRD 
1039 4361740.561 519906.829 128.191 EDGRD 
1040 4361739.573 519878.819 127.945 EDGRD 
1041 4361742.013 519926.452 125.901 UPXS 
1042 4361919.273 519925.531 118.550 UPXS 
1043 4362017.986 519924.314 116.901 UPXS 
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1044 4362143.578 519922.293 113.512 UPXS 
1045 4362306.553 519925.165 108.115 UPXS 
1046 4362401.956 519926.206 106.213 UPXS 
1047 4362513.469 519924.880 104.680 UPXS 
1048 4362616.596 519924.273 103.804 UPXS 
1049 4362707.527 519926.544 102.544 UPXS 
1050 4362773.888 519928.010 101.802 UPXS 
1051 4362842.685 519930.239 101.131 UPXS 
1052 4362909.082 519938.768 98.979 UPXS 
1053 4362927.790 519944.291 98.441 UPXS 
1054 4362949.200 519944.379 98.026 UPXS 
1055 4362961.515 519948.188 98.922 UPXSTOPBANK 
1056 4362977.517 519949.834 96.995 UPXS 
1057 4362980.581 519950.226 95.667 UPXS 
1058 4362947.913 519924.190 101.743 UPXSGAGE 
1059 4362950.411 519922.495 99.472 UPXSGAGE 
1060 4362955.451 519917.590 98.688 UPBDGXS 
1061 4362969.012 519917.808 96.423 UPBDGXS 
1062 4362971.757 519917.810 95.394 UPBDGXSEDGWAT 
1063 4362978.508 519917.788 94.976 UPBDGXSTHALWEG 
1064 4362981.565 519917.697 95.336 UPBDGXSEDGWAT 
1065 4362988.032 519917.736 95.370 UPBDGXS 
1066 4362992.286 519917.836 98.241 UPBDGXS 
1067 4362999.333 519924.603 101.517 UPXSGAGEWINGWALL 
1068 4362994.217 519949.267 95.271 UPXS 
1069 4363013.378 520177.754 95.875 THALWEG 
1070 4362989.107 519916.743 102.190 LC 
1071 4362957.914 519883.062 94.457 THALWEG 

Table 4 – Survey Data 
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