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MULLER ENGINEERING CO., INC.

CONSULTING ENGINEERS
MULLER IRONGATE 4, SUITE 100
e 777S. WADSWORTH BLVD.

LAKEWOOD, COLORADO 80226
(303) 988-4939
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MULIER ENGINEERING COMPANY INC. DATE
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GENERAL NOTES

ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE URBAN DRAINAGE AND FLOOD
CONTROL DISTRICT'S STANDARD SPECIFICATIONS UNLESS OTHERWISE SPECIFIED IN THESE PLANS.

CONTRACTOR SHALL SUBMIT A TRAIL CLOSURE PLAN WITH SIGNAGE, FENCING, DETOURS, ETC. TO
THE CITY OF BOULDER PRIOR TO CONSTRUCTION. CONSTRUCTION ACCESS, STAGING, AND AREAS
OF DISTURBANCE NEED TO BE CLEARLY DEFINED AND ENCLOSED WITH CONSTRUCTION FENCE
PRIOR TO CONSTRUCTION.

CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING THE WORK ON THE CONSTRUCTION SITE
ACCORDING TO THE LAYOUT DIMENSIONS, ELEVATIONS AND LOCATIONS PROVIDED ON THE DRAWINGS.
PROJECT CONTROL POINTS HAVE BEEN PROVIDED FOR THE CONTRACTOR TO USE AND ARE SHOWN
ON THE PLAN. THE CONTRACTOR SHALL PRESERVE SAID CONTROL POINTS DURING CONSTRUCTION.

CONTRACTOR SHALL BE RESPONSIBLE FOR TRENCHING AND COMPACTION IN ACCORDANCE WITH
STANDARD PROCTOR FOR SAFE DESIGN PRACTICE. COMPACTION REQUIREMENTS SHALL BE 95% OF
OPTIMUM MOISTURE CONTENT. MOISTURE REQUIREMENTS WILL BE WITHIN 3%. TESTS MAY BE
PERFORMED BY THE OWNER, IF A FAILED TEST IS RECEIVED THEN THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE COST OF THE TEST AND ANY CORRECTIVE ACTIONS NECESSARY.

CALL THE UTILITY NOTIFICATION CENTER OF COLORADO FOR UTILITY LOCATES 1-800-922-1987.
UTILITY INFORMATION IS SHOWN ON PLANS BASED ON UTILITY MAP ACQUISITIONS. THE CONTRACTOR
SHALL PERFORM UTILITY NOTIFICATION AT LEAST 2 DAYS PRIOR TO STARTING WORK.

CONTRACTOR SHALL POTHOLE AND SURVEY THE LOCATION AND ELEVATION OF THE EXISTING SANITARY
SEWER IN VICINITY OF PROJECT STA. 8+87 TO STA. 9+20. CONTRACTOR WILL ALSO BE RESPONSIBLE
FOR POTHOLING ANY OTHER EXISTING UTILITIES THAT MAY BE AFFECTED BY CONSTRUCTION.

RIPRAP SHALL BE IN CONFORMANCE WITH THE URBAN DRAINAGE AND FLOOD CONTROL
DISTRICT'S CRITERIA MANUAL. RIPRAP BEDDING SHALL BE TYPE I IN CONFORMANCE WITH
THE URBAN DRAINAGE AND FLOOD CONTROL DISTRICT'S CRITERIA MANUAL.

THE WORK WILL TAKE PLACE IN AND AROUND A STREAM, SUBJECT TO PERIODIC FLOODING. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTROL OF SURFACE AND SUBSURFACE WATER DURING
THE COURSE OF THE WORK. ANY DAMAGE TO THE WORK RESULTING FROM SURFACE FLOWS, BASE FLOWS
OR FLOOD FLOWS INCLUDING BUOYANCY FORCES ON PIPELINES AND OTHER FACILITIES SHALL BE
CORRECTED BY THE CONTRACTOR AT THE CONTRACTOR’S SOLE COST. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR OBTAINING AND SATISFYING THE REQUIREMENTS OF ANY APPLICABLE PERMITS
PERTAINING TO WATER AND EROSION CONTROL.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR PROVIDING STABLE EXCAVATIONS AND TEMPORARY SLOPES
AND FOR SATISFYING ALL APPLICABLE OSHA, FEDERAL, STATE, AND LOCAL REGULATIONS. TEMPORARY
EXCAVATIONS SHALL PROVIDE, AT MINIMUM, THE TRENCH DIMENSIONS AND CLEARANCES SHOWN OR
SPECIFIED. TEMPORARY CONSTRUCTION SLOPES SHALL BE SLOPED, SHORED, SHEETED, AND/OR BRACED
IN ACCORDANCE WITH STABILITY REQUIREMENTS AND APPLICABLE REGULATIONS, AND SHALL BE NO
STEEPER THAN THE SLOPES SHOWN OR SPECIFIED WITHOUT THE APPROVAL OF THE ENGINEER. ANY SUCH
APPROVALS BY THE ENGINEER WILL NOT RELIEVE THE CONTRACTOR FROM SOLE RESPONSIBILITY FOR
PROVIDING STABLE EXCAVATIONS AND TEMPORARY SLOPES.

ALL STRUCTURES SHALL BE CONSTRUCTED IN DEWATERED CONDITIONS. GROUNDWATER SHALL BE
MAINTAINED A MINIMUM OF 2 FEET BELOW THE LOWEST POINT OF EXCAVATION FOR ANY GIVEN
STRUCTURE.

CONTRACTOR SHALL FIELD VERIFY THE LOCATION (HORIZONTAL AND VERTICAL) AT CONNECTIONS TO ALL
EXISTING INFRASTRUCTURE. THIS INFORMATION SHALL BE COLLECTED AND SUBMITTED TO THE ENGINEER
FOR REVIEW PRIOR TO FABRICATION AND/OR PRIOR TO INSTALLATION OF ANY NEW FACILITIES SHOWN ON
THESE CONTRACT DRAWINGS. THE ENGINEER WILL DETERMINE IF ANY MINOR MODIFICATIONS TO THE NEW
FADCILI'I'IES SHOWN ON THE CONTRACT DRAWINGS ARE NECESSARY SUCH AS HORIZONTAL AND VERTICAL
ADJUSTMENTS.
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